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Sealing system

Description

Cable penetration system with a fire resistance class of A-60
in accordance with IMO resolution A.754(18) for bulkhead and
deck penetrations.

Sealing length 180 mm
Areas of Application

+ Ships & offshore
+ Cable and pipe penetrations

* Indoor and outdoor application

Properties

+ Removable, easy cable and pipe retrofitting with GEAQUELLO® E 234 modules
* Fire-resistant, gas- and watertight (in accordance with SOLAS / IMO)
+ Sealing length 180 mm, certified for round, oval and square penetrations in decks and bulkheads

+ Easy application — no adapters, moulded components or subdividers are required for installation, in spite of varying
cable and pipe diameters

+ Can be used indoors and outdoors (in conjunction with FLAMMADUR® E 292 or FLAMMADUR® A 386)

+ Can be combined with protection against electromagnetic pulses (EMC / EMI/ EMP) using FLAMMADUR® E 711
(highly conductive two-component sealing compound)

Please contact us for further information:
. +494105-40 90-14 B transportation@svt.de

Technical product data sheet Rev: 1.0 10f2



Protect your values.

[ members of svt group —
AlIK @FLAMRO  ROLFKUHNGMBH

GEAQUELLO®
E 950
Products
GEAQUELLO® E 950 FLAMMADUR®E 292 T
.t Sealing compound E Two-component sealing compound
~+ 3 kg pail - Art. no. 4145486-1 “ . 345 ml cartridge — Art. no. 4146603

(with measuring cup)

15 kg pail - Art. no. 4145524-1
(with measuring cup)

FLAMMADUR® E 292
3 Sealing compound
GEAQUELLO®R 312/R 380 1 kg tin — Art. no. 4125671
—.o 7/~ Retaining modules
© 200 modules, 120 x 25 x 6 mm
—Art. no. 4148147
25 modules, 800 x 25 x 6 mm ®
—Art. no. 4148142 — FLAI.VIMADUR E 386
ﬁ Sealing compound
- 1 kg tin — Art. no. 4146315
GEAQUELLO® E 824
E' Impregnation liquid
1 kg bottle — Art. no. 4145152 ; FLAMMADUR®E 234 T
10 kg bottle — Art. no. 4145286 i i Two-component sealing compound
/ 150 ml cartridge — Art. no. 4145510
GEAQUELLO®E 234
m Retrofit modules _
@ 40 x 235 mm - Art. no. 4145500 GEAQUELLO® A 365 Strip
366 x 235 mm — Art. no. 4145502 O_ 5 pcs. 4 1000 x 100 x 3 mm — Art. no. 4246488

@90 x 235 mm —Art. no. 4145504

Further tools for installation:

Spray attachment — Art. no. 4007573

Pump GEAQUELLO® P002 - Art. no. 4248165
Dispenser side by side mastic gun — Art. no. 4248150

Errors, misprints and changes reserved. All of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (07/2023).
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.
© Copyright svt Products GmbH, Seevetal. GEAQUELLO® and FLAMMADUR?® are registered trademarks of svt Products GmbH, Seevetal.
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