SV

Protect your values.

ROKU®FSC 4

Collars

Description

Simple fire protection collar for use on combustible pipes without insulation.

Application Areas

+ Use in plasterboard walls, solid walls and floors.
+ Suitable for standard pipes up to medium diameter.

Delivery and Packaging

ROKU® FSC 4

Packaging Pc.

Diameter [mm]  ltem number

@50 mm 01148050

@63 mm 01148063

@75 mm 01148075

@90 mm 01148090

@110 mm 01148110

@125 mm 01148125 Please contact us for further information:
@ 140 mm 01148140 = global@svt.de Orders: order@svt.de
@ 160 mm 01148160 . +494105-40 90-0
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Technical Product Data Sheet

ROKU®FSC 4

Technical Data

Material

Colour
Usage category

Storage
Safety information

Collar size @
50
63
75
90
110
125
140
160

Applications

+ Galvanized sheet steel housing
Flexible intumescent strip with self-adhesive device

+ Silver gray (housing)
Anthracite (inlay)

Type Y1 acc. to EOTA TR024

Dry indoors.

Please observe the safety data sheet.

Internal @ D2 External @ D1 Installation height H1
52 61,2 425
65 78,2 42,5
77 90,2 425
92 109,2 425
112 129,2 425
127 148,2 42,5
142 167,2 425
162 187,2 425

L D1
D2 .
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Number of tabs [n]

AR BROOOLLOND

All specifications in mm

Penetration seal

Certification

System name

Fire resistance class

3

ETA-15/0907

ROKU®System FSC 4

max. El 240 U/C
acc. to EN 13501-2

Errors, misprints and changes reserved. All of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (12.2021).
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.
© Copyright svt Unternehmensgruppe, Seevetal. ROKU® is a registered trademark © of the svt group, Seevetal.
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