Technical Product Data Sheet

Protect your values.

PYRO-SAFE® DG-SC

Intumescent Fire Protection Filler

Description

Universally applicable fire protection filler, dispersion based. PYRO-SAFE® DG-SC forms a solid, heat-insulating body
under thermal influence and is resistant to moisture, weather and UV radiation.

Application Areas

+ For sealing electrical installations and pipes in plasterboard walls, solid walls and floors.
+ For closing annular gaps around single cable and pipe penetrations

Delivery and Packaging

PYRO-SAFE®DG-SC

Packaging cartridge

Container size 310 ml

Pcs./box 12 pcs.

Pcs./pallet 600 pcs. Please contact us for further information:

Item number = global@svt.de Orders: order@svt.de
01157100 . +494105-40 90-0
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PYRO-SAFE® DG-SC

Technical Data

Coating

Density (+20 °C)
Viscosity (+20 °C)
Expansion rate
Expansion pressure
Application temperature

Usage category

Application instructions

Durability of the processed
product
Storage

Safety information (MSDS)
Declaration of performance
(DOP) no.

Applications

Penetration seal

C€

=
Z

anthracite
1300 kg/m? +/- 10 %
paste-like

15-26.5 times
1.0-1.9 N/mm?
+5-+25°C

Type X

+ application by spatula

in acc. with EOTATR024

+ surfaces must be dry and free of dust and grease

+ against contact with solvents and subsequently applied coatings

+ against constant moisture

Cool and dry (+5 - +25 °C). Protect from frost!

Can remain unopened for at least 18 months if stored properly.

Please observe the safety data sheet.

01157100-PYRO-SAFE® DG-SC

Certification

ETA-19/0704

Z-19.15-1762

Z-19.15-1763

(M)LAR

System name

PYRO-SAFE® DG-SC

FLAMRO®
BSB Brandschutzsteine

Annular gap closure around
single cable and single pipe
penetrations

SV

Protect your values.

Fire resistance class

max. El 120
in acc. with EN 13501-2

fire-resistant (90 min.)

Errors, misprints and changes reserved. All of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (12.2022).
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.
© Copyright svt Unternehmensgruppe, Seevetal. PYRO-SAFE® is a registered trademark © of the svt group, Seevetal.

Technical Product Data Sheet Rev.: 22.07

20f2



	TDS_svt I_ROKU AWM II_EN
	TDS_svt I_PYRO-SAFE DG-SC_EN
	TDS_svt I_PYRO-SAFE NOVASIT BM_EN
	TDS_svt I_PYRO-SAFE NOVASIT K2_EN
	TDS_svt I_PYRO-SAFE GFM_EN
	TDS_svt I_NUCLASIT 2.4_EN
	TDS_svt I_PYRO-SAFE FLAMMOTECT-A_EN
	TDS_svt I_PYRO-SAFE CT Cable Tube_EN
	TDS_svt I_PYRO-SAFE CT ML_EN
	TDS_svt I_PYRO-SAFE DG-CR 0.7_EN
	TDS_svt I_PYRO-SAFE FLAMMOPLAST KS 1_EN
	TDS_svt I_PYRO-SAFE FLAMMOPLAST KS 3_EN
	TDS_svt I_PYRO-SAFE FLAMMOPLAST SP-A2_EN
	TDS_svt I_PYRO-SAFE Dekorlack SP 2_EN
	TDS_svt I_PYRO-SAFE DG-CR BS_EN
	TDS_svt I_PYRO-SAFE DG-CR 1.5_EN
	TDS_svt I_PYRO-SAFE DG-CR LS_EN
	TDS_svt I_PYRO-SAFE BIOBAG_EN
	TDS_svt I_PYRO-SAFE BIOFERM A_EN
	TDS_svt I_PYRO-SAFE BIOFERM S_EN
	TDS_svt I_Lamella_mat KLIMAROCK_EN
	TDS_svt I_Mineral wool_EN
	TDS_svt I_Mineral fibre boards pre-coated with PYRO-SAFE FLAMMOTECT-A_EN
	TDS_svt I_Mineral fibre boards pre-coated with PYRO-SAFE FLAMMOPLAST_EN
	TDS_svt I_RP 55 Joint cord_EN
	TDS_svt I_ROKU AC Fire_protection_putty_EN
	TDS_svt I_ROKU FPW_EN
	TDS_svt I_ROKU AWM II Light_EN
	TDS_svt I_ROKU EC Endless Collar_EN
	TDS_svt I_ROKU FSC 4_EN
	TDS_svt I_PYRO-SAFE DG-CR PRO_EN
	TDS_svt I_ROKU IWM III Plus_EN

